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DESIGN
Pedrali R&D

PEDRALI

Solid laminate top with flat edge, thickness 12 mm
Ripiano in stratificato con bordo piatto, spessore 12 mm / Kompakt Tischplatte mit flache Kante, Starke 12 mm / Plateau en stratifiés avec chant plat de 12 mm d’épaisseur
/Sobre compacto con canto recto, grosor 12 mm

mm - in

100% M

12- 0.47

ADE IN ITALY

MATERIAL Laminate, textured finish
Materiale Laminato, finitura goffrata / Laminatplatte, texturisiert / Stratifié, finition gaufrée / Laminado, acabado gofrado
Materialien
Matériaux
Material
263
CORE Black
Anima Nera / Schwarz / Noir / Negra
Kern
Coeur
Alma
EDGE Flat
Bordo Piatto / Flache / Plat / Recto
Kante
Chant
Canto
THICKNESS 12mm-047"
Spessore
Stérke
Epaisseur
Espesor
SIZES * Dimensional tolerance + 5 mm / + 0.20” - Tolleranza dimensionale + 5 mm
Miisure -Toleranz in der Dicke + 5 mm - Tolerance de dimension + 5 mm - Tolerancia dimensional + 5 mm
Al.jmess.ungen ROUND - TONDO - RUNDER - ROND - REDONDO
D|m§n5|ons @490 mm - @590 mm - @690 mm - @790 mm - @890 mm - 990 mm - F1190 mm
Medidas #19.3"-023.2"-@27.2"-?31.1"-@35"- 239" - 046.8”

SQUARE - QUADRATO - VIERECKIG - CARRE - CUADRADO
590x590 mm - 690x690 mm - 790x790 mm - 890x890 mm
23.2"x28.27-27.2"x27.2”-31.1"x31.17- 35"x35”

RECTANGULAR - RETTANGOLARE - RECHTECKIG - RECTANGULAIRE - RECTANGULAR
1090x690 mm - 1190x790 mm - 1290x790 mm - 1350x790 mm - 1590x790 mm
42.9"x27.2”-46.8"x31.17-50.8"x31.1"-53.2"x31.1"- 62.6"x31.1"

FOR ST YLUS TABLE BASES
590x590 mm - 690x690 mm - 790x790 mm - 890x890 mm
23.2"x23.27-27.2"x27.2"-31.1"x 31.1"- 35"x35"
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R10-0.39"
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DESIGN
Pedrali R&D
REGULATIONS AND Resistance to surface wear EN 438-2.10 (Revs IP > 150 e A > 350)
Resistenza all'abrasione EN 438-2.10 (Giri IP 2150 e A > 350)
CERTIFICATES

Regulations and certificates
Normative e certificazioni
Bestimmungen und Zertifikat
Normatives et certifications
Normativas y certificadosW

Resistance to dry heat (180°C) EN 438-2.16 (rating > 4)
Resistenza al calore secco (180°C) EN 438-2.16 (grado > 4)
Resistance to wet heat (100°C) EN 12721 (rating > 4)
Resistenza al calore umido (100°C) EN 12721 (grado > 4)
Resistance to scratching EN 438-2.25 (rating > 3)
Resistenza al graffio EN 438-2.25 (grado > 3)

Resistance to staining EN 438-2.26 (rating 5)
Resistenza alle macchie EN 438-2.26 (grado 5)
Lightfastness EN 438-2.27 (rating > 4)

Solidita del colore allaluce EN 438-2.27 (grado > 4)
Resistance to cigarette burns EN 438-2.30 (rating > 3)
Resistenza alle bruciature di sigaretta EN 438-2.30 (grado > 3)
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